
Solutions de Contrôle de Puissance
pour Applications Marines    GÉRER VOS BESOINS EN ALIMENTATION 

EN MER À L'AIDE D'UN SYSTÈME 

PRODUCTION D'ÉNERGIE
 Innover pour un Meilleur Avenir

• Synchronization
• Start/stop
• Engine and generator monitoring
• One set of PTs and CTs for multiple purposes
• Breaker status monitoring
Local/remote control
Front mounting or back panel mounting with remote 
display available
CAN and ModBus communication link
• Supports Woodward or third-party I/O extensions
• Supports Woodward or third-party displays

Load control strategy by PMS to easYgen
Start/stop command by PMS through easYgen communication link or automatic start/stop based on load demand
Communication with LS-5 for complex network segmentation with feeder/tie breakers
One communication link between PMS and generator set for all engine and generator information leading to less
components for the power plant. The easYgens share operating variables with the PMS including:
• breaker status
• active and reactive power, power factor
• voltage, current, and frequency on all three phases
• Engine sensor values like oil pressure, coolant temperature (via CAN J1939)

Load sharing
Same unit can be used for
a wide range of engines
Application note available 
for engine integration with 
CAT ADEM, MAN SaCos, 
MTU ADEC, …*
CAN J1939 communication 
with ECU
External engine-derating 

For Switchgear Builders For Power Management System Designers

For Engine and Generator Set Suppliers

w w w . w o o d w a r d . c o m

PM: mains propulsion // TB: tie breaker // FB: feeder breaker // GB: generator breakerMeets your DP / DP3* 
requirements

and engine control
Commissioning by a single 
Woodward trained engineer
for the whole power plant
Worldwide support network
• Europe, Middle East, and Africa
• North, Central, and South America
• Russia, China, and India
• ASEAN and Oceania
The most experience in power 
generation in the marine market 
Independent supplier

*DP: Dynamic Positioning

For Shipyard and Ship Owners

LS-5



Schéma d'un générateur d’arbre diesel électrique 
DG: groupe électrogène diesel // SG: générateur d'arbre // BT:  propulseur d'étrave // PM: propulsion principale // TB: tie breaker // 
FB: disjoncteur d'alimentation // GB: disjoncteur de générateur

Pour les Fournisseurs de Moteurs et de Groupes 
Electrogènes

Vos Avantages UNE SOLUTION 
DES POSSIBILITES INFINIES

• Synchronization
• Start/stop
• Engine and generator monitoring
• One set of PTs and CTs for multiple purposes
• Breaker status monitoring
Local/remote control
Front mounting or back panel mounting with remote 
display available
CAN and ModBus communication link
• Supports Woodward or third-party I/O extensions
• Supports Woodward or third-party displays

  Stratégie de contrôle de charge par PMS pour easYgen

  Commande de démarrage / arrêt par PMS via la liaison de communication easYgen ou démarrage / arrêt automatique  en fonction

  de la demande de charge    

  Communication avec LS-5 pour la segmentation de réseau complexe avec des disjoncteurs d'alimentation/de départage
  Lien de communication entre PMS et le groupe électrogène pour toutes les informations sur le moteur et le groupe électrogène, ce qui permet de
  réduire le nombre de composants de la centrale électrique. EasYgens partage les variables d’exploitation avec le système PMS, notamment :

•  le statut du disjoncteur

•  la puissance active et réactive, le facteur de puissance

•  la tension, le courant et la fréquence sur les trois phases

•  les valeurs du capteur moteur telles que la pression d'huile, la température du liquide de refroidissement (via CAN J1939)

  Partage de charge

La même unité peut être 
utilisée pour une large gamme 
de moteurs  
Note d'application disponible 
pour l'intégration de moteur 
avec CAT ADEM, SaCos MAN, 
MTU ADEC,… *
Communication CAN J1939 
avec l’unité de commande 
moteur
Fonction externe dégrevant le 
moteur

For Switchgear Builders
Pour les Concepteurs de Systèmes de 
Gestion de l'Alimentation
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Meets your DP / DP3* 
requirements

and engine control
Commissioning by a single 
Woodward trained engineer
for the whole power plant
Worldwide support network
• Europe, Middle East, and Africa
• North, Central, and South America
• Russia, China, and India
• ASEAN and Oceania
The most experience in power 
generation in the marine market 
Independent supplier

*DP: Dynamic Positioning Un exemple: MAN SaCoS | easYgen-3500 Marine

For Shipyard and Ship Owners

*Voir la spécification du produit 37533 sur www.woodward.com pour plus d'informations.



Contrôlez Votre 
Application Complexe

easYgen™-3400/3500 Marine LS-511/521 Marine Remote Panel RP-3000 Marine
POUR LES APPLICATIONS 

MARINES 

Ce système complexe issu d'une application réelle garantit qu'une panne d'une source d’alimentation ne puisse 
provoquer une perte totale du réseau.
Cette application peut être mise en œuvre avec les contrôleurs de groupes électrogènes easYgen en association 
avec les modules de commande de disjoncteur LS-5 et les panneaux de contrôle distants (le cas échéant).
Les easYgens guident le générateur et desservent le disjoncteur du générateur tandis que les unités LS-5 
contrôlent les alimentateurs ou les disjoncteurs de couplage. Le panneau distant connecté aux easYgens facilite 
la visualisation, le contrôle et le dépannage à distance. 
Les modules peuvent servir le système PMS en fournissant les données pertinentes (par exemple, l’état du 
disjoncteur, les alarmes, les mesures, l’état des barres de bus, l’état du moteur, et bien davantage). 
Les modules communiquent individuellement via CAN. Et ils fournissent des interfaces de communication 
CAN / RS485 / RS232 pour le système PMS. Le PMS remplit la fonction de supervision; les fonctions de 
surveillance, de contrôle et de protection sont remplies par easYgen et les modules LS-5.
Les systèmes easYgen et LS-5 sont facilement configurables et ne nécessitent aucune intervention d’experts.

The easYgen-3400/3500 Marine is available in two mounting styles:
The back-panel-mounted easYgen-3400 Marine has a rugged aluminum 
chassis for use in harsh environments or conined spaces, while the lush-
mounted easYgen-3500 Marine has sealed soft keys and a large, easy-to-read
back-lit display. The integrated logicsManager  links internal states and input
signals with logical operators and time elements to implement complex control
tasks. Furthermore, with connectivity to LS-5, it gives you control over circuit 
breakers conigured in various structures.

Isochronous load sharing (up to 32)
Soft load/unload of generator
Synchronizer and sync-check function

Load-dependent start/stop

System overview display
Event logger
Support of up to 16 LS-5
Capability for remote panel
Advanced communication (CANopen, J1939)  
Multilingual HMI (Up to 11 languages)

The LS-5 Marine series is available in two mounting styles: The back-panel-
mounted LS-511 Marine with aluminum-powder-coated housing for use in 
harsh environments or conined spaces.
The lush-mounted LS-521 Marine with sealed soft keys and a convenient, easy-
to-read back-lit display door. 

Synchronizer and sync-check function

Supports manual breaker closing
Conigurable breaker reclose timer
Event logger
Conigurable to work as a stand-alone unit
Multilingual HMI (Up to 11 languages)
Eight conigurable LEDs in back panel variant 
for easy troubleshooting 

RP-3000 Marine allows remote control, remote visualization (including a sync
scope), and password-protected remote coniguration of your easYgen marine 
genset controllers, with access to its complete menu structure and all parameter 
settings.

The Woodward service tool “ToolKit” 
enables convenient commissioning 
by the service engineer. Pages espe-
cially designed for marine applications 
make analysis and trending easy.

The easYgen-3400/3500 Marine is an exceptionally versatile genset control and
protection package with all the flexibility and features needed to fit into a wide 
range of power generation applications. It allows the user to be centralized on a
single, afordable control for many uses – from stand-alone emergency generators
to the isochronous parallel operation of up to 32 gensets. Common applications
include load share module (LSM), LSM with synchronizer, and LSM with synchronizer 
interacting with up to 16 external breaker controls (LS-5). Applications can be
extended to genset control for providing auxiliary power or emergency power. 

The LS-511/521 Marine is designed to enable complex power management applications 
with multiple segments and bus breakers in combination with easYgen-3400/3500-
equipped genset controllers. The LS-5 devices manage synchronization, loading
and unloading on each bus segment, and send the required voltage and frequency 
references via CAN bus to the easYgen-3400/3500 genset controllers. Wiring eforts 
are reduced to a minimum, since only one CAN bus connection is required between
all LS-5 and easYgen-3400/3500 controllers. It can be used as a sync-check relay in 
stand-alone mode without easYgens.

The RP-3000 is a remote control and annunciation panel for use with the back-
panel-mounted easYgen-3400 Marine or door-mounted easYgen-3500 Marine 
genset controls. It offers marine switchboard manufacturers an off-the-shelf HMI 
option for remote control while retaining the look and feel of your easYgen devices.
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Color display

Displays
• measurement values
• alarms
• system overview
• event logger
Alarm acknowledged
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Un schéma sophistiqué diesel-électrique et générateur d’arbre
DG: groupe électrogène diesel // SG: générateur d'arbre // BT: propulseur d'étrave // PM: propulsion principale // TB: disjoncteur de 
couplage // FB: disjoncteur d'alimentation // GB: disjoncteur générateur

DESCRIPTION
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Série easYgenTM 

Command Your 
Complex Application

easYgen™-3400/3500 Marine LS-511/521 Marine Remote Panel RP-3000 MarineUNE UNITE –  

DES OPPORTUNITÉS INFINIES

This complex system taken from a real application ensures that one power source failure does not lead to total loss of
the network.
This application can be implemented with easYgen genset controllers in conjunction with LS-5 circuit breaker control
modules and remote panels (if need be).
The easYgens guide the generator and serve the generator circuit breaker while LS-5 units control feeder or tie-
breakers.  The remote panel connected to the easYgens helps remote visualization, control, and troubleshooting.
The modules may serve the PMS by providing the relevant data (e.g. breaker status, alarms, measurements, bus bar
status, engine status, and much more).
Modules communicate individually through CAN. And they provide CAN/RS485/RS232 communication interfaces for
the PMS system. The PMS fulills the supervisory function; monitoring, control and protection functions are fulilled by 
easYgen and LS-5 modules.
The easYgen and LS-5 system is easily conigurable and does not require any expert intervention.

PM: mains propulsion // TB: tie breaker // FB: feeder breaker // GB: generator breaker

L'EasYgen-3400/3500 Marine est disponible en deux styles de montage :

L’easYgen-3400 Marine monté sur le panneau arrière est doté d’un châssis 

robuste en aluminium conçu pour les environnements difficiles ou les 

espaces confinés, tandis que l’easYgen-3500 Marine en acier encastrable est 

doté de touches programmables scellées et d’un grand écran rétro-éclairé 

facile à lire. Le logicsManagerTM intégré relie les états internes et les signaux 

d'entrée aux opérateurs logiques et aux éléments temporels pour mettre en 

œuvre des tâches de contrôle complexes. De plus, avec la connectivité au 

LS-5, il vous permet de contrôler les disjoncteurs configurés dans diverses 
structures.

APERÇU DES FONCTIONNALITES
  Partage de charge isochrone (jusqu'à 32)
  Charge / décharge légère du générateur
  Fonction de synchronisation et de contrôle de synchronisation 
       Surveillance configurable
 Démarrage / arrêt dépendant de la charge
      Véritable mesure RMS
  Affichage de vue d'ensemble du système
  Enregistreur d'événements
  Prise en charge de 16 LS-5 au maximum
  Possibilité de panneau à distance
  Communication avancée (CANopen, J1939)    
  IHM multilingue (jusqu'à 11 langues)

The LS-5 Marine series is available in two mounting styles: The back-panel-
mounted LS-511 Marine with aluminum-powder-coated housing for use in 
harsh environments or conined spaces.
The lush-mounted LS-521 Marine with sealed soft keys and a convenient, easy-
to-read back-lit display door. 

Synchronizer and sync-check function

Supports manual breaker closing
Conigurable breaker reclose timer
Event logger
Conigurable to work as a stand-alone unit
Multilingual HMI (Up to 11 languages)
Eight conigurable LEDs in back panel variant 
for easy troubleshooting 

RP-3000 Marine allows remote control, remote visualization (including a sync
scope), and password-protected remote coniguration of your easYgen marine 
genset controllers, with access to its complete menu structure and all parameter 
settings.

The Woodward service tool “ToolKit” 
enables convenient commissioning 
by the service engineer. Pages espe-
cially designed for marine applications 
make analysis and trending easy.

L’easYgen-3400/3500 Marine est un ensemble de contrôle et de protection de groupe 
générateur extrêmement polyvalent qui offre toute la flexibilité et les fonctionnalités 
nécessaires pour s’intégrer dans un large éventail d’applications de production d’énergie. Il 
permet à l'utilisateur d'être centralisé sur un contrôle unique et abordable pour de 
nombreuses utilisations - des générateurs de secours autonomes au fonctionnement 
parallèle isochrone de 32 groupes électrogènes au maximum. Les applications courantes 
incluent le module de partage de charge (LSM), LSM avec synchroniseur et LSM avec 
synchroniseur interagissant avec un maximum de 16 commandes de disjoncteur externes 
(LS-5). Les applications peuvent être étendues à la commande de groupes électrogènes 
pour fournir une alimentation auxiliaire ou une alimentation de secours. 
FLEXIBILITE

The LS-511/521 Marine is designed to enable complex power management applications 
with multiple segments and bus breakers in combination with easYgen-3400/3500-
equipped genset controllers. The LS-5 devices manage synchronization, loading
and unloading on each bus segment, and send the required voltage and frequency 
references via CAN bus to the easYgen-3400/3500 genset controllers. Wiring eforts 
are reduced to a minimum, since only one CAN bus connection is required between
all LS-5 and easYgen-3400/3500 controllers. It can be used as a sync-check relay in 
stand-alone mode without easYgens.

The RP-3000 is a remote control and annunciation panel for use with the back-
panel-mounted easYgen-3400 Marine or door-mounted easYgen-3500 Marine 
genset controls. It offers marine switchboard manufacturers an off-the-shelf HMI 
option for remote control while retaining the look and feel of your easYgen devices.

Certifications et enregistrements  
CE, UL/cUL, CSA, GOST-R,  

ABS, BV, DNV, GL, LR   

easYgen-3400/3500 Marine
Pour une large gamme d'applications - 
du simple générateur de secours aux 
applications parallèles
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Color display

Displays
• measurement values
• alarms
• system overview
• event logger
Alarm acknowledged

easYgen-3400 Marine | easYgen–3500 Marine



LS-5 Série

Command Your 
Complex Application

easYgen™-3400/3500 Marine LS-511/521 Marine Remote Panel RP-3000 MarineAMÉLIORER 

L'EFFICACITÉ DU SYSTÈME

This complex system taken from a real application ensures that one power source failure does not lead to total loss of
the network.
This application can be implemented with easYgen genset controllers in conjunction with LS-5 circuit breaker control
modules and remote panels (if need be).
The easYgens guide the generator and serve the generator circuit breaker while LS-5 units control feeder or tie-
breakers.  The remote panel connected to the easYgens helps remote visualization, control, and troubleshooting.
The modules may serve the PMS by providing the relevant data (e.g. breaker status, alarms, measurements, bus bar
status, engine status, and much more).
Modules communicate individually through CAN. And they provide CAN/RS485/RS232 communication interfaces for
the PMS system. The PMS fulills the supervisory function; monitoring, control and protection functions are fulilled by 
easYgen and LS-5 modules.
The easYgen and LS-5 system is easily conigurable and does not require any expert intervention.

PM: mains propulsion // TB: tie breaker // FB: feeder breaker // GB: generator breaker

The easYgen-3400/3500 Marine is available in two mounting styles:
The back-panel-mounted easYgen-3400 Marine has a rugged aluminum 
chassis for use in harsh environments or conined spaces, while the lush-
mounted easYgen-3500 Marine has sealed soft keys and a large, easy-to-read
back-lit display. The integrated logicsManager  links internal states and input
signals with logical operators and time elements to implement complex control
tasks. Furthermore, with connectivity to LS-5, it gives you control over circuit 
breakers conigured in various structures.

Isochronous load sharing (up to 32)
Soft load/unload of generator
Synchronizer and sync-check function

Load-dependent start/stop

System overview display
Event logger
Support of up to 16 LS-5
Capability for remote panel
Advanced communication (CANopen, J1939)  
Multilingual HMI (Up to 11 languages)

La série LS-5 Marine est disponible en deux styles de montage: 
Le modèle LS-511 Marine monté sur le panneau arrière avec boîtier 
couvert de poudre d’aluminium pour une utilisation dans des 
environnements difficiles ou des espaces confinés.
Le modèle LS-521 Marine à montage encastré sur porte avec touches 
programmables scellées et écran d’affichage rétro-éclairé convivial et facile 
à lire.

  Fonction de synchronisation et de contrôle de
  synchronisation   
       Contrôle automatique de segment
  Prend en charge la fermeture manuelle du disjoncteur   
       Minuteur de réenclenchement configurable
  Enregistreur d'événements
  Configurable pour fonctionner comme une unité
  autonome
      IHM multilingue (jusqu'à 11 langues)   
       Huit LED configurables dans la variante du panneau 
arrière pour un dépannage facile

RP-3000 Marine allows remote control, remote visualization (including a sync
scope), and password-protected remote coniguration of your easYgen marine 
genset controllers, with access to its complete menu structure and all parameter 
settings.

The Woodward service tool “ToolKit” 
enables convenient commissioning 
by the service engineer. Pages espe-
cially designed for marine applications 
make analysis and trending easy.

The easYgen-3400/3500 Marine is an exceptionally versatile genset control and
protection package with all the flexibility and features needed to fit into a wide 
range of power generation applications. It allows the user to be centralized on a
single, afordable control for many uses – from stand-alone emergency generators
to the isochronous parallel operation of up to 32 gensets. Common applications
include load share module (LSM), LSM with synchronizer, and LSM with synchronizer 
interacting with up to 16 external breaker controls (LS-5). Applications can be
extended to genset control for providing auxiliary power or emergency power. 

Le LS-511/521 Marine est conçu pour permettre des applications de gestion 
d'énergie complexes avec plusieurs segments et des disjoncteurs de bus en 
combinaison avec des contrôleurs de groupes générateurs équipés 
d'easYgen-3400/3500. Les appareils LS-5 gèrent la synchronisation, le 
chargement et le déchargement sur chaque segment de bus et envoient les 
références de tension et de fréquence requises via le bus CAN aux contrôleurs 
de groupes easYgen-3400/3500. Les travaux de câblage sont réduits au 
minimum, car une seule connexion de bus CAN est requise entre tous les LS-5 
et tous les contrôleurs easYgen-3400/3500. Il peut être utilisé comme relais de 
synchronisation en mode autonome sans easYgens.

The RP-3000 is a remote control and annunciation panel for use with the back-
panel-mounted easYgen-3400 Marine or door-mounted easYgen-3500 Marine 
genset controls. It offers marine switchboard manufacturers an off-the-shelf HMI 
option for remote control while retaining the look and feel of your easYgen devices.

Certifications et enregistrements 
CE, UL/cUL, CSA, ABS, BV, DNV, GL, LR

LS5 Marine
Le synchroniseur de disjoncteur et le 
contrôleur pour un câblage optimal
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Color display

Displays
• measurement values
• alarms
• system overview
• event logger
Alarm acknowledged

LS-511 Marine | LS-521 Marine

EVOLUTIVITÉ

APERÇU DES FONCTIONNALITES



Command Your 
Complex Application

easYgen™-3400/3500 Marine LS-511/521 Marine
Panneau à distance
RP-3000 Marine CONTRÔLE 

À DISTANCE

This complex system taken from a real application ensures that one power source failure does not lead to total loss of
the network.
This application can be implemented with easYgen genset controllers in conjunction with LS-5 circuit breaker control
modules and remote panels (if need be).
The easYgens guide the generator and serve the generator circuit breaker while LS-5 units control feeder or tie-
breakers.  The remote panel connected to the easYgens helps remote visualization, control, and troubleshooting.
The modules may serve the PMS by providing the relevant data (e.g. breaker status, alarms, measurements, bus bar
status, engine status, and much more).
Modules communicate individually through CAN. And they provide CAN/RS485/RS232 communication interfaces for
the PMS system. The PMS fulills the supervisory function; monitoring, control and protection functions are fulilled by 
easYgen and LS-5 modules.
The easYgen and LS-5 system is easily conigurable and does not require any expert intervention.

PM: mains propulsion // TB: tie breaker // FB: feeder breaker // GB: generator breaker

The easYgen-3400/3500 Marine is available in two mounting styles:
The back-panel-mounted easYgen-3400 Marine has a rugged aluminum 
chassis for use in harsh environments or conined spaces, while the lush-
mounted easYgen-3500 Marine has sealed soft keys and a large, easy-to-read
back-lit display. The integrated logicsManager  links internal states and input
signals with logical operators and time elements to implement complex control
tasks. Furthermore, with connectivity to LS-5, it gives you control over circuit 
breakers conigured in various structures.

Isochronous load sharing (up to 32)
Soft load/unload of generator
Synchronizer and sync-check function

Load-dependent start/stop

System overview display
Event logger
Support of up to 16 LS-5
Capability for remote panel
Advanced communication (CANopen, J1939)  
Multilingual HMI (Up to 11 languages)

The LS-5 Marine series is available in two mounting styles: The back-panel-
mounted LS-511 Marine with aluminum-powder-coated housing for use in 
harsh environments or conined spaces.
The lush-mounted LS-521 Marine with sealed soft keys and a convenient, easy-
to-read back-lit display door. 

Synchronizer and sync-check function

Supports manual breaker closing
Conigurable breaker reclose timer
Event logger
Conigurable to work as a stand-alone unit
Multilingual HMI (Up to 11 languages)
Eight conigurable LEDs in back panel variant 
for easy troubleshooting 

ToolKit™
L'outil de service «ToolKit» de 
Woodward permet une mise en 
service aisée par le technicien de 
service. Les pages spécialement 
conçues pour les applications 
marines facilitent les analyses et 
les tendances. Page de tendances Page de configuration 

du partage de charge
Page de vue d’ensemble 

du système

The easYgen-3400/3500 Marine is an exceptionally versatile genset control and
protection package with all the flexibility and features needed to fit into a wide 
range of power generation applications. It allows the user to be centralized on a
single, afordable control for many uses – from stand-alone emergency generators
to the isochronous parallel operation of up to 32 gensets. Common applications
include load share module (LSM), LSM with synchronizer, and LSM with synchronizer 
interacting with up to 16 external breaker controls (LS-5). Applications can be
extended to genset control for providing auxiliary power or emergency power. 

The LS-511/521 Marine is designed to enable complex power management applications 
with multiple segments and bus breakers in combination with easYgen-3400/3500-
equipped genset controllers. The LS-5 devices manage synchronization, loading
and unloading on each bus segment, and send the required voltage and frequency 
references via CAN bus to the easYgen-3400/3500 genset controllers. Wiring eforts 
are reduced to a minimum, since only one CAN bus connection is required between
all LS-5 and easYgen-3400/3500 controllers. It can be used as a sync-check relay in 
stand-alone mode without easYgens.

Le RP-3000 est un panneau de commande et d'annonce à distance à utiliser avec 
les contrôleurs de groupes électrogènes easYgen-3400 Marine monté sur la face 
arrière ou l’easYgen-3500 Marine monté sur la porte. Il offre aux fabricants de 
tableaux de distribution marins une option IHM standard pour le contrôle à 
distance tout en conservant l'aspect et la convivialité de vos appareils easYgen.

w w w . w o o d w a r d . c o m

Le RP-3000 Marine permet le contrôle à distance, la visualisation à distance 
(incluant une fonction de synchronisation) et la configuration à distance, 
protégée par mot de passe, de vos contrôleurs marins de groupes 
électrogènes easYgen, avec un accès à la structure complète du menu et à 
tous les réglages de paramètres.

APERÇU DES FONCTIONNALITES
  Écran couleur
  Multilingue
  Affiche 

• valeurs de mesure
•  alarmes
•  vue d’ensemble du système
•  enregistreur d'événements
 Alarme validée
Configuration de l’easYgen
Annonces d’un ou de plusieurs easYgen
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RP-3000

Certifications et enregistrements  
CE, UL/cUL, ABS, BV, DNV, GL, LR 

RP-3000 Marine
Annonce et contrôle à distance 
de l'easYgen 
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easYgen-3400 Marine | Commutateur | RP-3000 Marine



Vos Avantages UNE SOLUTION 
DES POSSIBILITÉS INFINIES

 Câblage minimum
 Une unité à usages multiples 

•  Synchronisation
•  Démarrage / arrêt
•  Surveillance des moteurs et des générateurs
•  Un ensemble de PT et de CT à des fins multiples
•  Surveillance de l'état du disjoncteur
          Contrôle local / à distance
         Montage en façade ou sur panneau arrière avec
  affichage à distance disponible
         Lien de communication CAN et ModBus
•  Prend en charge les extensions d’E/S de
  Woodward ou de tiers
•  Prend en charge les affichages Woodward ou de
  tiers

Load control strategy by PMS to easYgen
Start/stop command by PMS through easYgen communication link or automatic start/stop based on load demand
Communication with LS-5 for complex network segmentation with feeder/tie breakers
One communication link between PMS and generator set for all engine and generator information leading to less
components for the power plant. The easYgens share operating variables with the PMS including:
• breaker status
• active and reactive power, power factor
• voltage, current, and frequency on all three phases
• Engine sensor values like oil pressure, coolant temperature (via CAN J1939)

Load sharing
Same unit can be used for
a wide range of engines
Application note available 
for engine integration with 
CAT ADEM, MAN SaCos, 
MTU ADEC, …*
CAN J1939 communication 
with ECU
External engine-derating 

Pour les constructeurs d'appareillage For Power Management System Designers

For Engine and Generator Set Suppliers

w w w . w o o d w a r d . c o m

PM: mains propulsion // TB: tie breaker // FB: feeder breaker // GB: generator breaker  Conforme à vos exigences
  DP2 / DP3 *
  Fournisseur unique pour le contrôle
  des groupes électrogènes et des
  moteurs 
        Mise en service par un seul
 ingénieur formé par Woodward
 pour l'ensemble de la centrale
  Réseau de support mondial

•  Europe, Moyen-Orient et Afrique
•  Amérique du Nord, Centrale et du Sud
•  Russie, Chine et Inde
•  ASEAN et Océanie
 La plus grande expérience en production 
d’énergie sur le marché maritime

*DP: Positionnement Dynamique
easYgen-3500 | LS-5 | UG-25+

Une installation typique

Pour les chantiers et les armateurs



AUTRES INFORMATIONS

Veuillez visiter www.woodward.com ou contactez-nous pour plus 
d’informations sur les produits.

Description Spécification Manuel

easYgen-3400/3500 Marine 37533 37531

LS-511/521 Marine 37545 37542

RP-3000 37446 37534

51458B

• Synchronization
• Start/stop
• Engine and generator monitoring
• One set of PTs and CTs for multiple purposes
• Breaker status monitoring
Local/remote control
Front mounting or back panel mounting with remote 
display available
CAN and ModBus communication link
• Supports Woodward or third-party I/O extensions
• Supports Woodward or third-party displays

Load control strategy by PMS to easYgen
Start/stop command by PMS through easYgen communication link or automatic start/stop based on load demand
Communication with LS-5 for complex network segmentation with feeder/tie breakers
One communication link between PMS and generator set for all engine and generator information leading to less
components for the power plant. The easYgens share operating variables with the PMS including:
• breaker status
• active and reactive power, power factor
• voltage, current, and frequency on all three phases
• Engine sensor values like oil pressure, coolant temperature (via CAN J1939)

Load sharing
Same unit can be used for
a wide range of engines
Application note available 
for engine integration with 
CAT ADEM, MAN SaCos, 
MTU ADEC, …*
CAN J1939 communication 
with ECU
External engine-derating 

For Switchgear Builders For Power Management System Designers

For Engine and Generator Set Suppliers

w w w . w o o d w a r d . c o m

PM: mains propulsion // TB: tie breaker // FB: feeder breaker // GB: generator breakerMeets your DP / DP3* 
requirements

and engine control
Commissioning by a single 
Woodward trained engineer
for the whole power plant
Worldwide support network
• Europe, Middle East, and Africa
• North, Central, and South America
• Russia, China, and India
• ASEAN and Oceania
The most experience in power 
generation in the marine market 
Independent supplier

*DP: Dynamic Positioning

For Shipyard and Ship Owners
CONTACT

Région
Amérique du Nord/centrale 
Amérique du Sud
Europe
Moyen Orient et Afrique 
Russie
Chine
Inde
ASEAN et Océanie

DISTRIBUTEURS ET SERVICE

Woodward dispose d'un réseau 
international de distributeurs et 
d'installations de service. Pour votre 
représentant le plus proche, composez 
le numéro ci-dessus ou consultez les 
détails dans le champ ci-contre.

Pour plus d'informations, veuillez contacter :

Téléphone
+1 970 962 7331

+55 193708 4800

+49 711 789 54 510

+971 2 6275185

+7 812 319 3007

+86 512 8818 5515

+91 124 4399 500

+49 711 789 54 510

E-mail

SalesPGD_NAandCA@woodward.com

SalesPGD_SA@woodward.com 

SalesPGD_EUROPE@woodward.com

SalesPGD_MEA@woodward.com

SalesPGD_RUSSIA@woodward.com

SalesPGD_CHINA@woodward.com

SalesPGD_INDIA@woodward.com

SalesPGD_ASEAN@woodward.com
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